GP5429 LF

DIP 1000 BASE-T Quad Port Discrete r‘ BO TH HA N D

LAN Magnetics

Feature

Designed for Ethernet 10/100/1000 BASE-T, applications.
Cable interface for isolation and low common mode
emissions.

Complying with IEEE 802.3af standard.

Complying with ROHS requirements.

Operating temperature range: 0°C to +70C.

Storage temperature range: -25°C to +85C.

. CElectrical Specifications @25°C_________ |

Turns Ratio OCL (uH Min)
Part L.L Cww, DCR
(+£5%) @100KHz/0.1V HI-POT
Number . . (uH Max) (pRMax) (9 Max)
X RX with 8mA DC Bias
GP5429 LF | 1CT:ACT | 1CTACT 350 0.5 28 1.4 AC1500V/1mA
5 Insertion Loss Return Loss
art
(dB Max) (dB\Min)@ Loadd00 Q)
Number
1-100MHz 1-30MHz 40MHz 50MHz 60-80MHz 100MHz
GP5429 LF -1.0 -18 -16 <14.08 -12.5 -10
Crass talk DCMR
Part ) )
(dB Min) (dB Min)
Number
30MHz 60MHz 200MHz 30MHz 60MHz 100MHz
GP5429 LF -40 -35 -30 -40 -35 -30
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Mechanical
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Unless otherwise specified,
all dimension tolerance are: +0.08[+0.003]
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TUBE PACKAGE

4T23.5i0.3}<»

be—31.5+0.3
TUBE
1. 1 TUBE=17PCS
2. 1 INNER BOX=12TUBE=12x17=204PCS

3. 1 OUTER CARTON=2 INNER BOX=Rx204=408PCS
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